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Installation Instructions

Electronic Ignition kit (5102707)

1. Pull off the control knob. Remove the two screws and washers securing the case, pull the bottom edge outwards
and lift to disengage the case from its location points. Put the case safely to one side.

2. If required the right hand shield (covering the control rod) can be removed — two screws.

3. Loosen the centre screw and lift off the burner heatshield and rest the fire on its back (unless installed). Loosen the
right hand levelling screw lock nut.

4. Fit the spark generator assembly. This can be fitted in either position (a) - allows the user access to the battery, or
(b) - a position which conceals the assembly.

(a) Position the body of the generator to the outside of the leg, the long cut-out in the support bracket locates
around the levelling screw and then the remainder of the bracket can be pushed back along the inside of the

] leg.

(b) Remove the leads from the switch assembly. Position the main body of the generator to the inside of the leg
and the small cut out in the support bracket locates around the levelling screw. Feed the switch leads through
the gas inlet pipe hole and reconnect to the switch.

5. Tighten the locknut to secure it.

6. Remove the electrode wire from the electrode and tie way from view. Route the new electrode wire and fit to the
electrode. Surplus lead lengths should be tucked neatly away from view.

7. Remove the split pin and disconnect the control rod from the gas tap.

8. Slide the microswitch assembly over the gas tap with the collar upwards. Slide over the 8 mm washer, the spring
and 6 mm washer.

9. Reconnect the control rod, and secure using the new-split pin.

10. Fit the AA battery. The positive end with the raised central contact should face toward the switch lead end.

11. Refit the burner heatshield, the right hand shield and the outer case.

12. A handicapped persons tap knob is supplied and can be used, if required.

Operation

1) Turn the tap knob to the first setting.

2) Push down on the tap knob, clicking will be heard and the gas will ignite.

3) Hold down for a further 10 seconds and then release, the fire will remain alight.
4) The control knob can then be turned to the desired settings.

Fit Electrode S s

*ltems Switch to Gas Tap Control Rod Fire
included as shown Leg
in ki . 5 Split Pin *Spark “Support
in kit *Fit new Split Pin Generator Biadkot
*6mm b
Washer *=_

e
Locking
Nut

Spring Collar @
= *8mm
el i Washer
lectrode e Spark Generator fitted internally
Bracket Collar \

upward}z
*Spark
—j @ *Electrode Egs Generator
Switch “Support - Eiﬁ:ggde
O O ® Bracket
ﬁ @E B ﬁ_ Lock«ng
~ Existing
FL\ ‘ Electrode Lead | ‘ § NUt o
LS g o
Connect op & Battery
Lead o Holder
e o I Spark Generator fitted externally

Publication No. 5102714 - 01




