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Our policy is one of continued improvement in both design and performance of our products. Biasi therefore reserves the right to alter
prices and specifications without prior notice in accordance with product design policy and in keeping with market requirements.

Biasi Riva OV . . .

A Change for the Better

The Biasi Riva O.V. is an ideal

replacement for a wall mounted

room sealed central heating

boiler. It is suitable for either

traditional open vented systems

or a sealed system if installed

with the addition of a system

expansion vessel and fill ing 

loop.

Available in two outputs 30 kW

(102,400 Btu/h) and in 18kW

(61,400 Btu/h), the Biasi Riva

O.V. range are fully condensing

High Efficiency boilers with an

A band SEDBUK rating.

Simple to install with top or

bottom outlet connections, the

Biasi Riva O.V. can be adapted

to suit virtually all traditional

central heating systems.

TECHNICAL CHARACTERISTICS
M110.18 M110.30
SM/OV SM/OV

Nominal Heat Input kW 20.4 33.8

BTU/h 69,600 115,300 

Minimum Heat Input         kW 6.1 8.4

BTU/h 20,800 28,600                   

CENTRAL HEATING OUTPUT

Min Useful Output kW 5.9 8.2

Non Condensing BTU/h 20,100 28,000

Max Useful Output kW 18 30

Non Condensing BTU/h 61,400 102,400

Max Useful Output kW 19.3 32.1

Condensing BTU/h 65,900 109,500

Max System Pressure bar 3 3

Max Flow Temperature ºC 80 80

Min Flow Temperature ºC 30 30

OTHER DATA

Voltage Frequency V/Hz 230/50 230/50

Power Watts 30 46

Height mm 540 540

Width mm 400 400

Depth mm 310 350

Weight Empty Kg 31.3 36.1

Weight Full Kg 32.6 38.1

Max Lift Weight Kg 24.7 28.1

CH Flow mm 22 22

CH Return mm 22 22

Gas Inlet mm 15 15

Condensate Drain (plastic) mm 21.5 - 22 21.5 - 22

Horizontal Coaxial Flue ø mm 60/100 60/100

Max Horizontal Flue Length m 10 * 10 *

Min Horizontal Flue Length mm 250 * 250 *

Vertical Coaxial Flue ø mm 80/125 80/125

Max Vertical Flue Length m 12 * 12 *

Max Pluming Kit Length m 9.5 * 9.5 *
(A + B)

Pluming Kit Flue ø mm 60/100/60 60/100/60

* Refer to boiler installation instructions for confirmation of the flue arrangements

EFFICIENCY

Seasonal Efficiency % 90.3 90.4

SEDBUK Rating A A

Building Regulations - Part L Compliant

A mm 310 350

C mm 150 150

D mm 97 97

E mm 100 100

F mm 694 694

G mm 200 200

H mm 540 540

I mm 400 400

J mm 200 200

K mm 5 5

L mm 5 5

M mm 200 200

N mm 600 600

TECHNICAL DATA

OVERALL DIMENSIONS AND
MINIMUM CLEARANCES

HORIZONTAL TERMINATING FLUE KITS

PLUMING KIT

VERTICAL FLUE KIT
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