DXPV184/230/2/4(P)S

PV Solar Pack

1.84kWp Photovoltaic Kit for domestic and light commercial electricity

X Dimplexrenewables”

Dimplex Renewables, Millbrook House, Grange Drive, Hedge End, Southampton, SO30 2DF
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ITEM CODE | KIT BEC | MODEL NUMBER STRING I = OPEN SYSTEM VOLTAGE = ZREVIL. :_Hn'm Consumer unit in house JI
040554 163 DXPVIE4/230/8/45 STRING 1 — [PEN SYSTEM CURRENT = 5-0AMRS T _[,;,,,_0 house AC Tretaliathn
040598 16FT LXPVIB4/230/2/4PT
040754 16F5 DXPVIB4/23048/ 40PI5 — T1 Earthihg arrangement
040671 I6FPT | DXPVIB4/230/2/4(FIPT
Part Number Model Number Description Quantity
230W Poly Solar PV Panel 8
Total generation meter 1
32A 690V AC surface mounted isolator (lockable) 1
12A 500V 2 pole DC surface mounted isolator (lockable) 1
Bag of 10 x Cylinder Head Screw with Hexagon Socket DIN 912 A2 M8x20 1
Bag of 25 x Cylinder Head Screw with Hexagon Socket DIN 912 A2 M8x20 1
Bag of 25 x Cylinder Head Screw with Hexagon Socket DIN 912 A2 M8x50 1
Bag of 10 x Cylinder Head Screw with Hexagon Socket DIN 912 A2 M8x25 3
Bag of 10 x Serated nut A2 DIN 6923 3
Bag of 25 x Sliding Block 13x10mm, Pivotable, Aluminium, M8, 1=22mm 1
Bag of 25 x Cable Ties-UV-Resistant 2
Bag of 4 x End Cap PP, 40x40mm 3
Bag of 4 x MG-MK 01, Middle Clamp, blank 4
Bag of 4 x Cross connector (74011001) 8
Bag of 4 x Corner Clamp, blank 50mm 3
Mounting Rail medium 40x40 , L = 4.2M 4
Slate Roof Hooks, stainless steel 28
Bag of 10 x Seating Bolt 8x100mm galvanised 1
Bag of 25 x Seating Bolt 8x100mm galvanised 2
PV1-2000-OUTD inverter 1
10 meter extension cable Male/Female MC3; 4mm2 (+) MC3 -- 10 meters 4mm2-- MC4 (-) 1
10 meter extension cable Male/Female MC3; 4mm2 (-) MC3 -- 10 meters 4mm2 -- MC4 (+) 1
Installation manual 1
PV Array 19 label Pack 1

www.dimplexrenewables.co.uk
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PV Solar Packs

Specifications
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Product Performance

5 years: 95% of rated peak output

10 years: 90% of rated peak output
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15 years: 85% of rated peak output

25 years: 80% of rated peak output -
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Requirements

1360
1640

Dimplex Renewables PV Packs must be installed by

Accredited PV Pack Installers ||
All Accredited PV Pack Installers are MCS-accredited for ° ©
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Certification
IEC61215
IEC61730 9

CE conformity

MCS

Electrical Performance

Electrical Performance of PV Module DXPVM230P6-30

36.65V
8.59A
230W
29.00V
7.99A
14.2%

Polycrystalline
60 (6 x 10)

1640mm x 992mm x 50mm APPROVED PRODUGT
20.5Kg

-40°C ~ 85°C Q @
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-0% + 3%
1000V DC
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